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= 5 languages

® |nstructions menu : temperature, error messages, charging current, charging curve
selected, charging phase (boost, absorption, float), power max delivered

= The BAT VIEW 2.0 battery monitor analyses battery voltage, battery
efficiency, temperature and capacity on 2 battery banks (by means
of an optional second shunt) also the voltage on 2 additional banks

Oolphin

12/24V

eneral information
' round diameter 2,4" - 6,1 cm
a-Si TFT
RGB vertical stripe
White LED

16-bit interface for iB0system

Code 399033
12/24V
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Power supply
Voltag: 10-30VDC

10mA approx. [normal mode)
30mA approx. [alarm mode)

Display funtions
j Graphic OLED display 4 lines
5 way navigation keypad

Parameters displayed

att 1 & Voltage, Current, Temperautre & Capacity
jatteries 3 & £ Voltage
Alarm functions

Battery undervoltage (adjustable)
Battery overvoltage
Excessive temperature Low capacity
Battery undervoltage [adjustable)
Battery overvoitage
Dry loop, 1inv - 1 Amp max.

1 electric sensor
1 shunt 300 Amps/100mV

General information

Delayed fuse 100 mA on +
-10°C to + 50°C
-20°Cto + 70°C

Natural
Flush mounted @ 52 mm
70x70x32mm

Weig . <5009

Connect 2 screw terminals

399 032
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Nothing can damage this charger, not water, hydrocarbons or impurities. The housing is
aluminium and the electronics are coated in resin.
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Automatic charger with 3 charging curves
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(operating in floating).
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18 - 80 Ah 20 - 180 Ah

170 - 270 VAC
40 - 60 Hz

14.4/13.8VDC
IUoU
6.3/10 Amps 6.3/20 Amps

= —a N

Yes
Yes [fuse]

Signalled by flashing LED

IP65 [Electronics immersed in resin)
Aluminium casing
155 x 80 x 43 mm 192 x 98 x 47 mm
1.1Kg 1.4 Kg

3x0.75 mm?x 1,5m long with EU rated plugs 2P+T

1x1.5mm?x 1,5m long

EN 60335-1/EN 60335-2-29 / EN 55014 / EN 60555-2 / EN 60555-3
EN 55022 CI.B / EN 61000-3-2 / EN 61000-3-3 / EN 61000-4-2
EN 61000-4-11 / e-marking 95-54-EG
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Schottky diodes
The Dolphin battery isolators feature a low voltage drop thanks to the
use of Schottky diodes

.............. ¥y LUUES

At low current the voltage drop is approximately 0,3 V and at the rated
output approximately 0,45
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